H-W EQUIPMENT

Traction Machines-Geared
Basement Set Traction Machines (0.D.)

Right Hand
Arrangement Shown
Left Hand
Arrangement
Available

The O.D. machine is equipped with a
deflector sheave mounted on the machine
to eliminate the need for an additional
sheave independently supported by the
building structure.

4 MODELS TO CHOOSE FROM:
MACHINE MAXIMUM SHAFT LOAD | MACHINE WEIGHT LESS MOTOR
lbs kgs lbs kgs

#a4__|_ 20,000 9,072 2,000 907 #74 0.D.

#54 26,000 11,793 2,700 1,225

#64 33,000 14,969 3,900 1,769

#74 60,000 27,216 5,900 2,676
Standard Equipment Optional Equipment:
(at no extra cost)

* Drip Pans

¢ Direct Current Disc Brake » Mileage Recorder and Drive Assembly
¢ Motor Coupling Bored with Keyway ¢ Brake Switch
¢ Fabricated Steel Base * Sheave Guard
* Demountable Traction Sheave » Machine Template
» Demountable Bronze Gear » Foundation Bolts and Pipe Spacers
* Steel Worm on Integral Shaft » Motor Mounting in Field or by H-W
¢ Motor Mounting Pads ¢ Manual Brake Release
¢ Customer Name on Housing ¢ Drum Brake
* Supplied w/ Oil * Rope Gripper Mounting Provisions
¢ Demountable Deflector Sheave « VVVF-AC Hoist Motor

When Ordering O.D. Basement Set Traction Machines,
Please Specify The Following:

¢ Rated Car Capacity ¢ Rated Car Speed ¢ Roping (1:1or 2:1) * Hand of Machine
¢ Number & Size of Hoist Ropes ¢ Hoist Motor Manufacturer (Motor Prints Required)

* Horsepower & RP.M. * Power Supply * Motor Mounting in Field or by H-W

* Name to be put on Upper Housing ¢ Other Optional Equipment
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