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When Ordering Rope Grippers ª ,
Specify The Following:

¥  Capacity  ¥  Car Speed  ¥  Empty Car Weight  ¥  Counterweight
Weight  ¥ Rope Weight  ¥  Compensation Weight  ¥  Number
and Size of Cables  ¥  Center Line to Center Line of the Cables
¥  1:1 or 2:1 Roping  ¥  Single or Double Wrap  ¥  Length of
Hydraulic Hose (27" Standard, up to 96" optional)

ÒYOU WONÕT BE CAUGHT WITHOUT I TÓ

*Note: ÒKÓ Model Rope Grippers
are required in Korea. 
Our Exclusive Agents in Korea:    
Gum Young General Co. LTD.
3 FL. Sin Woo Bldg. 57-25    
Non Hyun Dong Gangnam-GU Korea  
Phone #:82-2-3442-1117



217-222-0466 www.hollisterwhitney.com

THE “ROPE GRIPPER™”

n recent years, there has been a great
deal of discussion about the need for
protection against injuries caused by

elevator cars leaving the floor with the
doors open and overspeeding in the up
direction. That’s why Hollister-Whitney
introduced the Rope Gripper™, a
remarkable device used to grab elevator
suspension ropes to stop the elevator in
the event of a mechanical or electrical
failure. It is imperative if an elevator
overspeeds in the up direction and also
if the elevator leaves the floor with the
doors opened. 

I

The Rope Gripper™ has many unique features, such
as a gently applied but powerful ‘grip’ which doesn’t
damage the rope or cause any undue stress to the
machine or traction sheave. Protection is assured even
when slipping traction occurs. The Rope Gripper™

provides easy alignment with adequate clearances
between the rope and self grooving ‘grip’ linings and
provides power compensation with a constant but
powerful force to the rope even as the linings wear.
Only four wires are required to the elevator controls
and installation is simple. The Rope Gripper™ is
mechanically activated and hydraulically reset.
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Conforms To:
CSA B44.1 (Certificate #88181)

ASME-A17.5 - 2000
ASME-417.5
NRTL/C
EN81-1 
(EC-Type Examination Certificate #NL-01-400-1002-020-03)
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When Ordering Rope Grippers™,
Specify The Following:

•  Capacity  •  Car Speed  •  Empty Car Weight  •  Counterweight
Weight  • Rope Weight  •  Compensation Weight  •  Number
and Size of Cables  •  Center Line to Center Line of the Cables
•  1:1 or 2:1 Roping  •  Single or Double Wrap  •  Length of
Hydraulic Hose (27" Standard, up to 96" optional)

“YOU WON’T BE CAUGHT WITHOUT IT”

*Note: “K” Model Rope Grippers
are required in Korea. 
Our Exclusive Agents in Korea:    
Gum Young General Co. LTD.
3 FL. Sin Woo Bldg. 57-25    
Non Hyun Dong Gangnam-GU Korea  
Phone #:82-2-3442-1117


