H-W EQUIPMENT

Brakes & Accessories
DC Disc Brakes

Hollister-Whitney’s Direct
Current Disc Brakes feature E|ec1-rica|

a completely enclosed coil, -
individual spring tension Informqhon
adjustments, and individual Model 92
stroke adjustments. They are (used on'34 machine)
easy to install and adjust. Optional Standard
115V 230V
Operating voltage on Brake Ohms 33 138
Coil is 230 Volts D.C. (115 dmps. 248 16§
Watts 400 380

Volts Optional). When using

230-volt coil, voltage may Model 102

be decreased to 160 volts (used on 44 & 54 machines)
for running and holding. Model 112

(used on 64 machine)

For 115-volt coil, voltage Optional Standard
may be decreased to 85 volts 115V 230V
for running and holding. Ohms  46.45 190
A.C. to D.C. Rectifier Panels Amps  2.44 1.24
and Transformer available. Watts 2717 292
When Ordering Brakes, DIMENSIONS (INCHES)
Please Specify The Following: p—-
. 1
* Speed and Capacity of the Machine E [
¢ Distance from the Center Line I')
of the Worm Shaft to the Top of
the Bedplate
¢ Voltage & Type of Motor Control c 0
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Ship.
Brake No. A B (o D E F G H | J K L M N o P Q Wat.
92 18 58 7 716 |215n6| 158 (8156|1158 | 10 |76 | 61ua | 318 | 258 6 558 | 412 | 34 | 9ne 85#
102 2178 | 734 9 312 | 158 1012|1158 | 12 812 9 412 | 358 8 7 5 | 1wz |nne 95#
112 2512 | 1138| 9 312 | 158 | 1012|1158 | 14 912 9 412 | 358 8 8 5 | 112 | nne | 100#
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H-W EQUIPMENT

Brakes & Accessories
DC Drum Brakes
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